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The ET-7000/ET-7200, a web-based Ethernet I/O module, features a built-in web 
server which allows confi guration, I/O monitoring and I/O control by simply using a 
regular web browser. Remote control is as easy as surfi ng the Internet.

Besides Web HMI function, no more programming or HTML skills are required; 
creating dynamic and attractive web pages for I/O monitoring and I/O control would 
be fun to engineers ever after. In addition, the ET-7000/ET-7200 also supports 
Modbus TCP protocol that makes perfect integration to SCADA software.

Furthermore, PET-7000/PET-7200 features “PoE” that not only Ethernet but also 
power is carried through an Ethernet cable. 

2. Daisy-Chain Ethernet Cabling
The ET-7200/PET-7200 Series has a built-in two-port Ethernet switch to implement daisy-chain topology. The cabling is 
much easier and total costs of cable and switch are signifi cantly reduced.

1. Power over Ethernet (PoE)
The PET-7000/PET-7200 series module can be powered by an IEEE802.3af compliant PoE switch. Both Ethernet and 
power can be carried by an Ethernet cable eliminating the need for additional wiring and power supply. 

3. LAN Bypass
LAN Bypass feature guarantees the Ethernet communication. It 
will automatically active to continue the network traffic when the 
ET-7200/PET-7200 loses its power.   

4. Communication Security
Account and password are needed when logging into the web server. An IP address fi lter is also included, which can be 
used to allow or deny connections with specifi c IP addresses.

2.1 Ethernet Modbus TCP I/O Modules
Introduction:

Features:
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5. Support for both Modbus TCP and Modbus UDP Protocols
The Modbus TCP, Modbus UDP slave function on the Ethernet port can be used to provide data to remote SCADA software. 

6. Built-in I/O
Various I/O components are mixed with multiple channels in a single I/O module, which provides the most cost effective 
I/O usage and enhances performance of the I/O operations.

7. Dual Watchdog
The Dual Watchdog is consists of a Module Watchdog and a Communication Watchdog. The action of AO,DO are also 
associated to the Dual Watchdog.

Module Watchdog is a built-in hardware circuit to monitor the operation of the module and will reset the CPU if a 
failure occurs in the hardware or the software. Then the Power-on Value of AO,DO will be loaded. 

Communication Watchdog is a software function to monitor the communication between the host and the I/O 
module. The timeout of the communication Watchdog is programmable, when the I/O doesn't receive commands from 
the host for a while, the watchdog forces the AO,DO to pre-programmed Safe Value to prevent unpredictable damage of 
the connected devices.

10. Power-on Value and Safe Value
Besides setting by the set AO,DO commands, the AO,DO 
can be set under two other conditions. 
Power-on Value: The Power-on Value is loaded into the 
AO,DO under 3 conditions: Power-on, reset by Module 
Watchdog, reset by reset command. 
Safe Value: When the Communication Watchdog is 
enabled and a Communication Watchdog timeout occurs, 
the “safe value” is loaded into the AO,DO.

11. LED indicators for DIO status
The LED indicators for DIO status are for ET-7200/PET-7200 series.

12. Reset button
The reset button is for ET-7200/PET-7200 series. It is used to clear 
all data and restore all settings to the factory default values. It is very 
useful especially when you forget the ID, password to log in to the web 
server, or IP address to access the Ethernet I/O module.

13. Two pair of power input pins
For ET-7000/PET-7000 series, there are only two pins for power input. 
To ease the wiring, the pins are increased to four pins as two pairs for 
ET-7200/PET-7200 series.

9. I/O Pair Connection
This function is used to create a AI/DI to AO/DO 
pair through the Ethernet. Once the configuration is 
completed, the I/O module can poll the status of remote 
AI/DI devices and then use the Modbus TCP protocol 
to continuously write to a local AO/DO channels in the 
background.

8. Highly Reliable Under Harsh Environment
● Wide Operating Temperature Range: -25 ~ +75°C 
● Storage Temperature: -30 ~ +80°C
● Humidity 10 ~ 90% RH (Non-condensing)
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Front View Front ViewLeft View Left View

ET-7000/PET-7000 Series

ET-7000/PET-7000 Series

ET-7200/PET-7200 Series

ET-7200/PET-7200 Series

14. Web HMI
The Web HMI function allows the users to create 
dynamic and attractive web pages to monitor and 
control the I/O points. Users can upload specifi c I/O layout 
pictures (bmp, jpg, gif format) and define a description 
for each I/O point. No HTML or Java skills are needed to 
create the web pages.

15. Built-in Web Server
Each I/O module has a Built-in web server that allows the 
users to easily configure, monitor and control the module 
from a remote location using a regular web browser.

Ethernet Switch
Reset Button

I/O Connector

PoE IndicatorPoE Indicator

Run IndicatorRun Indicator
Ethernet IndicatorsEthernet Indicators
DIO Indicators

I/O Connector

Ethernet

Appearance:

Dimensions (Units: mm):
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For more Information please visit  http://opc.icpdas.com

Version NAPOPC_ST  NAPOPC_XPE NAPOPC_CE5 NAPOPC_CE6

Platform Desktop Windows Windows XP Embedded Windows CE5 Windows CE6

Price Free/ Free Free Free

1. OPC Server 
NAPOPC_ST DA Server is a free OPC DA Server ("OPC" 
stands for "OLE for Process Control" and "DA" stands for "Data 
Access") for ICP DAS products. Based on Microsoft's OLE COM 
(component object model) and DCOM (distributed component 
object model) technologies, NAPOPC_ST DA Server defines 
a standard set of objects, interfaces and methods for use in 
process control and manufacturing automation applications to 
facilitate the interoperability.

Using NAPOPC_ST DA Server, system integrates data with 
SCADA/HMI/Database software on the same computer and 
others. SCADA/HMI/Database sends a request and NAPOPC 
DA Server fulfi lls the request by gathering the data of ICP DAS 
modules (License Free) and third-party devices (License 
Charge) to SCADA/HMI/Database.

For different OS of PAC products, ICP DAS provides several 
professional DA Servers:

2. EZ Data Logger
EZ Data Logger is the software that ICP DAS provides for users to easily build a small SCADA system on Windows 2000/
XP/Vista. It comes with two versions, 
"Lite" & "Professional". The Lite 
version is not only full-functioned but 
free to all ICP DAS users!
EZ Data Logger is a small data 
logger software. It can be applied 
to small remote I/O system. With 
its user-friendly interface, users can 
quickly and easily build a data logger 
software without any programming 
skill.

Our free charge software utility and development kit include 

3. Modbus Software Development Toolkits
Plenty of library functions and demo programs are provided to let user develop programs easily under Windows, Linux 
and MiniOS7 operating systems.

OS Development Language SDK

MiniOS7 TC, BC MBT7_xxx.lib, MBT8_xxx.lib and Demos

WinCE 5.0/6.0 VS .NET 2005/2008 nModbusCE.dll and Demos

WES 2009, Windows XP/Vista/7
VS .NET 2005/2008 nModbus.dll and Demos

LabVIEW Demos

Linux C Libraries and Demos

Software Support:
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7 --ET x xx
0: 1-port Ethernet
2: 2-port Ethernet Switch

PET: PoE Version
ET: Regular Ethernet Version

Model Number

Model Name 
AI AO DI/Counter DO

Channel Voltage and 
Current Input

Sensor 
Input Channel Voltage and 

Current Output Channel Contact Channel Type

ET-7002
PET-7002

ET-7202
PET-7202

3
±150 mV, ±500 mV, 

±1 V, ±5 V, 
±10 V, 0 ~ 20 mA, 

±20 mA, 4 ~ 20 mA

- - - 6
Wet

(Sink, 
Source)

3
Power 
Relay

(Form A)

-
ET-7204
PET-7204

4 - 4

0 ~ 5 V, ±5 V,
0 ~ 10 V, ±10 V,

0 ~ 20 mA,
4 ~ 20 mA

4

Dry 
(Source),

Wet 
(Sink,

Source)

- -

ET-7016
PET-7016

- 2

±15 mV, ±50 mV,
±100 mV, ±500 mV,

±1 V, ±2.5 V,
0 ~ 20 mA,±20 mA,

4 ~ 20 mA

Strain Gauge, 
Load Cell,

 Full-Bridge, 
Half-Bridge, 

Quarter-Bridge

1
(Note) 0 ~ 10 V 2

Wet 
(Sink,

Source)
2

Open 
Collector 
(Sink)

ET-7024
PET-7024

ET-7224
PET-7224

- - - 4

0 ~ 5 V, ±5 V,
0 ~ 10 V, ±10 V,

0 ~ 20 mA,
4 ~ 20 mA

5 Dry 
(Source),

Wet 
(Sink,

Source)

5
Open 

Collector 
(Sink)ET-7026

PET-7026
ET-7226
PET-7226

6

±150 mV, ±500 mV, 
±1 V, ±5 V, ±10 V,

0 ~ 20 mA,±20 mA,
4 ~ 20 mA

- 2 2 2

ET-7028
PET-7028

ET-7228
PET-7228

- - - 8 - - - -

Note: The AO is confi gured as a voltage excitation source for the strain gauge.

Multi-function I/O

Model Name 
AI DO

Channel Voltage and Current Input Sensor Input Channel Type Sink/Source

ET-7005
PET-7005

- 8 - Thermistor 4 Open Collector Sink

ET-7015
PET-7015

ET-7215
PET-7215

7 - RTD: Pt100, Pt1000, Ni120, 
Cu100, Cu1000 - - -

ET-7017
PET-7017

ET-7217
PET-7217

8 ±150 mV, ±500 mV, ±1 V,
±5 V, ±10 V, ±20 mA,
0 ~ 20 mA, 4 ~ 20 mA

- 4 Open Collector Sink

ET-7017-10
PET-7017-10

ET-7217-10
PET-7217-10

10/20 - - - -

ET-7018Z
PET-7018Z

ET-7218Z
PET-7218Z

10
±15 mV, ±50 mV, ±100 mV,

±500 mV, ±1 V, ±2.5 V
±20 mA, 0 ~ 20 mA, 4 ~ 20 mA

Thermocouple:
J, K, T, E, R, S, B, N, C, L, M, 

and LDIN43710

6/3
(Note 2) Open Collector Sink

ET-7019
PET-7019

- 8 ±15 mV, ±50 mV, ±100 mV,
±150 mV, ±500 mV, 
±1 V,±5 V, ±10 V

±20 mA, 0 ~ 20 mA, 4 ~ 20 mA

Thermocouple:
J, K, T, E, R, S, B, N, C, L, M, 

and LDIN43710

4
Open Collector Sink

ET-7019Z
PET-7019Z

ET-7219Z
PET-7219Z

10 6/3
(Note 2)

Note 1: We recommend to choose ET-7018Z/PET-7018Z and ET-7019Z/PET-7019Z  for extremely accurate thermocouple measurement.
Note 2: 6 DO channels for ET-7018Z, PET-7018Z, ET-7019Z and PET-7019Z.  
           3 DO channels for ET-7218Z, PET-7218Z, ET-7219Z and PET-7219Z.

Analog Input Model

Selection Guide:
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Model Name 
DI/Counter DO

Channel Contact Sink/Source Channel Type Sink/Source Max. Load Current @ 25°C

ET-7042
PET-7042

ET-7242
PET-7242

- - - 16 Open Collector Sink 100 mA/channel

ET-7044
PET-7044

ET-7244
PET-7244

8 Wet Sink, Source 8 Open Collector Sink 300 mA/channel

ET-7050
PET-7050

ET-7250A
PET-7250A

12 Wet
(Note) Sink, Source 6 Open Collector Sink 100 mA/channel

ET-7051
PET-7051

ET-7251
PET-7251

16 Wet Sink, Source - - - -

ET-7052
PET-7052

ET-7252
PET-7252

8 Wet Sink, Source 8 Open Collector Source 650 mA/channel

ET-7053
PET-7053

ET-7253
PET-7253

16 Dry Source - - - -

-
ET-7255
PET-7255

8 Dry, Wet Sink, Source 8 Open Collector Source 650 mA/channel

Note: The ET-7250A/PET-7250A provides 12 channels digital input for both Dry and Wet contact.

Digital I/O

Model Name 
Relay Output DI/Counter

Channel Relay Type Max. Load Current @ 25°C Channel Contact Sink/Source

ET-7060
PET-7060

ET-7260
PET-7260

6 Power Relay Form A (SPST N.O.) 5.0 A/channel 6 Wet Sink, Source

-
ET-7261
PET-7261

11 Power Relay Form A (SPST N.O.) 5.0 A/channel - - -

ET-7065
PET-7065

- 6 PhotoMOS 
Relay Form A 1.0 A/channel 6 Wet Sink, Source

ET-7066
PET-7066

- 8 PhotoMOS 
Relay Form A 1.0 A/channel - - -

ET-7067
PET-7067

ET-7267
PET-7267

8 Power Relay Form A (SPST N.O.) 5.0 A/channel - - -

Model Name 
Encoder/Frequency/Counter Input DO

Channel Encoder Counter Frequency Count Value 
Retention

Maximum 
counting rate Channel Type

ET-7083
PET-7083

- 3 CW/CCW,
Dir/Pulse,
AB Phase

- -
Yes, up to 10 

years

1 MHz - -

-
ET-7284
PET-7284 

4/8 Up or Up/
Down Yes 200 kHz 4 Open 

Collector

Relay Output & Digital Input

Encoder/Counter Input

Model Name 

AC  Digital Input 

Channels ON Voltage 
Level OFF Voltage Level Max. Input

Voltage
Operating 

AC Frequency Isolation Voltage 

-
ET-7258
PET-7258 8

Differential 

80 ~ 250 VAC
90 ~ 250 VDC

< 30 VAC/VDC 250 VAC/VDC

50/60 Hz 2500 VDC

-
ET-7259
PET-7259

10 ~ 80 VAC
15 ~ 80 VDC

< 3 VAC/VDC 80 VAC/VDC

AC/DC  Digital Input 
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