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tM Series Modules

2.3. tM Series Modules

The tM series is a family of network data acquisition and control modules with digital 
or analog I/O functions. The modules can be remotely controlled through an RS-
485 serial bus by using DCON and Modbus RTU/ASCII protocols. The selectable 
transmission speed of the RS-485 port is up to 115,200 bps. Modbus has become a de 
facto standard communications protocol in industry, and is now the most commonly 
available means of connecting industrial electronic devices. This makes the tM series 
perfect integration with the HMI, SCADA, PLC and other software systems.

The tM series tiny RS-485 I/O modules support various I/O types, like photo-isolated 
digital input, power relay, photoMOS relay, open collector output, and analog input 
(voltage and current). Compared with the M-7000 series, the tM series is more cost-
effective with low channel count design that is suitable for distributed I/O points 
applications.

The tM series provides dual watchdog: module watchdog and host watchdog. The 
module watchdog is designed to automatically reset the microprocessor when the 
module hangs. The host watchdog monitors the host controller (PC or PLC), and the 

output of the module can go to predefi ned safe value state when the host fails.

For maximum space savings, the tM series is offered in an amazing tiny form-factor that makes it can be easily installed in anywhere, even 
directly embedded into a machine. It is equipped with two removable terminal block connectors for easy wiring.

• All Kinds of On/Off Control
• Industrial Machinery
• Food and Beverage Systems
• Control Systems
• Industrial Automation
• Building Automation
• Semiconductor Fabrication

● Introduction

● Applications

● Features

• RS-485 Industrial Multi-Drop Network
• Programmable I/O Type and Range
• Easy Mounting and Connection
• Rugged Industrial Environment
• Dual Watchdog Design
• Programmable Power-on Value and Safe Value
• DI Latch Function
• Low Speed Counter
• Versatile Communication Protocols: DCON, Modbus RTU and Modbus ASCII
• Expandable Network
• Tiny Form Factor
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● Selection Guide

t M  -
Z: Output Type
    'C' = Open Collector (NPN, Sink)
    'A' = Open Emitter (PNP, Source)
    'R' = Relay

W: Number of Channels

X: Input Type
    'P' = Photocoupler 

 'AD' = Analog Input              
    'TH' = Thermistor

Y: Number of Channels 

Z(W)X(Y)

tM Series Models

Model Name Bus Protocols AI AO DI DO

tM-AD5

RS-485
Modbus RTU

Modbus ASCII
DCON

5-ch (Differential, Voltage) - - -

tM-AD5C 5-ch (Differential, Current) - - -

tM-AD8 8-ch (Single-Ended, Voltage) - - -

tM-AD8C 8-ch (Single-Ended, Current) - - -

tM-AD4P2C2
2-ch (Single-Ended, Voltage)
2-ch (Single-Ended, Current)

- 2-ch (Source) 2-ch (NPN, Sink)

tM-DA1P1R1 - 1-ch (Single-Ended, Voltage) 1-ch (Sink/Source) 1-ch Form A Relay

tM-TH8 8-ch (Thermistor) - - -

tM-P8 - - 8-ch (Sink/Source) -

tM-C8 - - - 8-ch (NPN, Sink)

tM-P4C4 - - 4-ch (Source) 4-ch (NPN, Sink)

tM-P4A4 - - 4-ch (Sink) 4-ch (PNP, Source)

tM-P3R3 - - 3-ch (Sink/Source) 3-ch Form A Relay

tM-R5 - - - 5-ch Form A Relay

Right Side ViewLeft Side View Bottom View

Top View

Front View Rear View

52

6.6

19

35.4

23

77.4

10.2

27

98

1. Installation

2. Dimensions (Units: mm)

DIN-Rail Mounting 

● Hardware



2-3-3 ICP DAS CO., LTD. Professional Provider of High Quality Industrial Computer Products and Data Acquisition Systems Vol. RIO 2.0.00 

2
3

R
S-

48
5 

I/
O

 P
ro

du
ct

s
tM Series Modules

  Features
  Cost-effective Remote I/O Modules

  Supports Modbus RTU and DCON Protocols

  Photocoupler Isolation

  Isolated Digital Input and Output

  RS-485 Bus Supports Baud Rate up to 115200 bps

  All DI Channels Can Be Used As 16-bit Counters

  Dual-watchdog with Power-on and Safe Value

  Terminal Block Connector for Easy Wiring

  Tiny Form-factor and Low Power Consumption

  Wide Operating Temperature Range: -25 ~ +75°C 

  RoHS Compliant and Halogen Free

  Made from Fire-retardant Materials (UL94-V0 Level)

  Easy DIN-Rail MountingtM Series
Tiny RS-485 I/O Modules

Model Name
tM-AD5 tM-AD5C tM-AD8 tM-AD8C tM-TH8 tM-P8 tM-C8 tM-P4A4 tM-P4C4 tM-P3R3 tM-R5

tM-AD4P2C2 tM-DA1P1R1

Communication

Interface RS-485

Format (N, 8, 1), (N, 8, 2), (O, 8, 1), (E, 8, 1)

Baud Rate 1200 ~ 115200 bps

Protocol DCON, Modbus RTU,  Modbus ASCII

Dual Watchdog Yes, Module (2.3 seconds), Communication (Programmable)

LED Indicators

Power 1 LED as Power Indicator

Isolation

Intra-module Isolation, 
Field-to-Logic

2500 VDC 3750 VDC

EMS Protection

ESD (IEC 61000-4-2)
±4 kV Contact for Each Terminal

±8 kV Air for Random Point

EFT (IEC 61000-4-4) ±2 kV for Power

Power Requirements

Reverse Polarity Protection Yes

Powered from Terminal Block Yes, 10 ~ 30 VDC

Consumption 0.6 W 1.2 W 0.5 W Max.

Mechanical

Dimensions (W x L x H) 52 mm x 98 mm x 27 mm

Installation DIN-Rail Mounting 

Environment

Operating Temperature -25 ~ +75°C

Storage Temperature -30 ~ +75°C

Humidity 10 ~ 95% RH, Non-condensing 

  System Specifi cations
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Multi-function Module

Model Name tM-AD4P2C2 tM-DA1P1R1

Pictures

Analog Input 

Channels 2 2

-

Wiring Single-ended

Input Range
±1 V, ±2.5 V, 
±5 V, ±10 V

±20 mA, 0 ~ 20 mA, 
4 ~ 20 mA

Resolution 14/12

Accuracy
Normal mode 0.1%

Fast mode 0.5%

  Sampling 
Rate

Normal mode 10 Hz total

Fast mode 200 Hz total

Input Impedance 10 MΩ

  Overvoltage Protection 120 VDC

Analog Output 

Channels

-

1

Wiring of Current Output Sink

Range 0 ~ 10 V, 0 ~ 20 mA, 4 ~ 20 mA

Resolution 12-bit

  Accuracy 0.1%

DA Output Response Time 10 ms

Open Wire Detection
(for current only)

-

Channel to Channel Isolation -

  Power-on Value Yes

  Safe Value Yes

Digital Input/Counter

Input Channels 2 1

Contact Wet Contact 

Sink/Source (NPN/PNP) Source Sink/Source

On Voltage Level +3.5 VDC ~ 50 VDC

Off Voltage Level +1 VDC Max.

Input Impedance 10 KΩ, 0.66 W

Counters

Channels 4

Max. Count 65535 (16-bit)

Max. Input Frequency 100 Hz

Min. Pulse Width 5 ms

Overvoltage Protection 70 VDC

Digital Output

Output Channels 2

-

Type Isolated Open Emitter 

Sink/Source (NPN/PNP) Sink

Max. Load Current 700 mA/channel

Load Voltage 3.5 VDC ~ 50 VDC 

Overvoltage Protection 60 VDC

Overload Protection Yes, 1.4 A 

Short Circuit Protection Yes

Power-on Value Yes, Programmable

Safe Value Yes, Programmable

  I/O Specifi cations
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Analog Input Module

Model Name tM-AD5 tM-AD5C tM-AD8 tM-AD8C tM-TH8

Pictures

Analog Input 

Channels 5 8 8

Wiring Differential Single-ended Single-ended

Input Range
±1 V, ±2.5 V, 
±5 V, ±10 V

±20 mA, 0 ~ 20 mA, 
4 ~ 20 mA

0 ~ 500 mV, 
0 ~ 1 V, 

0 ~ 2.5 V, 
0 ~ 5 V, 
0 ~ 10 V

0 ~ 20 mA, 
4 ~ 20 mA

-

  Thermistor Type -

Precon ST-A3, Fenwell U, 
YSI L100, YSI L300, YSI 
L1000, YSI B2252, YSI 
B3000, YSI B5000, YSI 
B6000, YSI B10000, YSI 

H10000, YSI H30000, User-
defi ned

Resolution 14/12 16

Accuracy
Normal mode 0.1% 0.5%

Fast mode 0.5% -

  Sampling 
Rate

Normal mode 10 Hz total 8 Hz total

Fast mode 200 Hz total -

Input Impedance 10 MΩ 125 Ω 20 MΩ 125 Ω -

  Overvoltage Protection 120 VDC 8

  Open Wire Detection - Yes - Yes Yes

  Dual Watchdog Yes

Multi-function Module

Model Name tM-AD4P2C2 tM-DA1P1R1

Pictures

Relay Output

Output Channels

-

1

Type Power Relay, Form A (SPST N.O.)

Operating Voltage Range 250 VAC or 30 VDC

Max. Load Current 16 A

Surge Strength 2500 VDC

Operate Time 15 ms

Release Time 5 ms

Electrical Endurance 107 ops. 

Mechanical Endurance 5 × 104 ops.

  Power-on Value Yes, Programmable

  Safe Value Yes, Programmable
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Digital Input/Output Module

Model Name tM-P4A4 tM-P4C4 tM-C8 tM-P8

Pictures

Digital Input/Counter

Input Channels 4 

-

8

Contact Wet Contact Wet Contact Wet Contact 

Sink/Source (NPN/PNP) Sink Source Sink/Source

On Voltage Level +3.5 VDC ~ 50 VDC +3.5 VDC ~ 50 VDC

Off Voltage Level +1 VDC Max. +1 VDC Max.

Input Impedance 10 KΩ, 0.66 W 10 KΩ, 0.66 W

   Counters

Channels 4 8

Max. Count 65535 (16-bit) 65535 (16-bit)

Max. Input Frequency 100 Hz 100 Hz

Min. Pulse Width 5 ms 5 ms

Overvoltage Protection 70 VDC 70 VDC

Digital Output

Output Channels 4 8

-

Type Isolated Open Emitter Isolated Open Collector 

Sink/Source (NPN/PNP) Source Sink

Max. Load Current 700 mA/channel

Load Voltage +10 VDC ~ +40 VDC 3.5 VDC ~ 50 VDC 

Overvoltage Protection 47 VDC 60 VDC

Overload Protection Yes, 1.4 A 

Short Circuit Protection Yes

  Power-on Value Yes, Programmable

  Safe Value Yes, Programmable
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  Related Products

tM-7561 CR Isolated USB to RS-485 Converter (RoHS)

tM-7520U CR Isolated RS-232 to RS-485 Converter (RoHS)

tM-7510U CR Isolated RS-485 Repeater (RoHS)

MDR-20-24 CR
24W Single Output Industrial DIN Rail Power 
Supply  (RoHS)

tM-AD4P2C2 CR 4-channel Isolation Analog Input, 2-channel Isolation Digital Input and 2-channel Isolation Digital Output Module (RoHS)

tM-AD5 CR 5-channel Isolation Analog Input Module with High Voltage Protection (RoHS)

tM-AD5C CR 5-channel Isolation Current Input Module (RoHS)

tM-AD8 CR 8-channel Isolation Analog Input Module with High Voltage Protection (RoHS)

tM-AD8C CR 8-channel Isolation Current Input Module (RoHS)

tM-DA1P1R1 CR 1-channel Isolation Analog Output, 2-channel Isolation Digital Input and 2-channel Relay Output Module (RoHS)

tM-TH8  CR 8-channel Isolation Thermistor Input Module with High Voltage Protection (RoHS)

tM-P8 CR 8-channel Isolation Digital Input Module (RoHS)

tM-C8 CR 8-channel Isolation Digital Output Module (RoHS)

tM-P4C4 CR 4-channel Isolation Digital Input and 4-channel Isolation Digital Output Module (RoHS)

tM-P4A4 CR 4-channel Isolation Digital Input and 4-channel Source-type Isolated Digital Output Module (RoHS)

tM-P3R3 CR 3-channel Isolation Digital Input and 3-channel Relay Output Module (RoHS)

tM-R5 CR 5-channel Relay Output Module (RoHS)

  Ordering Information

Relay Output Module      

Model Name tM-P3R3 tM-R5

Pictures

Digital Input/Counter

Input Channels 3 

-

Contact Wet Contact 

Sink/Source (NPN/PNP) Sink/Source 

On Voltage Level +3.5 VDC ~ 50 VDC

Off Voltage Level +1 VDC Max.

Input Impedance 10 KΩ, 0.66 W

   Counters

Channels 3 

Max. Count 65535 (16-bit)

Max. Input Frequency 100 Hz

Min. Pulse Width 5 ms

Overvoltage Protection 70 VDC

Relay Output

Output Channels 3 5

Type Power Relay, Form A (SPST N.O.)

Operating Voltage Range 250 VAC or 30 VDC

Max. Load Current 5 A

Operate Time 6 ms

Release Time 3 ms

Electrical Life 
(Resistive load)

VDE
5 A @250 VAC 30,000 ops (10 ops/minute) at 75°C

5 A @30 VDC 70,000 ops (10 ops/minute) at 75°C

UL
5 A @250 VAC/30 VDC 6,000 ops

3 A @250 VAC/30 VDC 100,000 ops

Mechanical Life 20,000,000 ops at no load (300 ops/minute)

  Power-on Value Yes, Programmable

  Safe Value Yes, Programmable




