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EtherNet/IP is one of the open network standards; it uses all of the protocols of traditional Ethernet including the Transport Control Protocol
(TCP), the Internet Protocol (IP) and the media access and signaling technologies. Building on standard Ethernet technologies means that
Ethernet/IP will work transparently with all the standard Ethernet devices found today. The EIP-2000 is an Industrial EtherNet/IP Remote I/
O module series. It is equipped with the EtherNet/IP protocol, and allows daisy chain connection, making it possible to transfer data much
faster during process control and other industrial automation applications.
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Remote I/O Modules and 1I/O Expansion Units

e Built-in Multi-function I/0

B All Digital Output modules provide additional functions which can be configured by EIP-2000 Utility:

¢ Power-On-Value
On boot up, DO status is set to the Power-On-Value for few seconds.

 Safe-Value and Safe-Delay
If the EtherNet/IP connection disconnected, the DO status with remain the last status for certain seconds which is set by Safe Delay
then set to Safe-Value.

¢ All-in-one Module
Various I/0O components are mixed with multiple channels in a single module, which provides the most cost effective I/O usage and
enhances performance of the I/O operations.

m All Digital Input modules provide additional functions:

¢ DI counters
Every DI channels can be used as DI status and 32-bit low speed (5kHz) counters. The counts can be transferred or set zero by

EtherNet/IP.
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Product Interface Description
EIP-2055 EtherNet/IP I/O device, 8 DIs, 8 DOs Isolated 8-ch DI and 8-ch DO EtherNet/IP I/O module
EIP-2060 EtherNet/IP I/O device, 6 DIs, 6 relay outputs Isolated 8-ch DI and 4-ch relay output EtherNet/IP I/O module

4 Isolated 8-channel DI & 8-channel DO Module \ (Isolated 6-channel DI & 6 Relay Output Module\

Available soon The EIP-2055 is one of the EIP-2000 Available soon The EIP-2060 is one of the EIP-2000
Industrial EtherNet/IP Remote I/O module Industrial EtherNet/IP Remote I/O module
EIP-2055 series. It provides 8 digital input and 8 digital EIP-2060 series. It provides 6 digital input and 6 relay

output. The digital I/O of EIP-2060 supports
built-in I/O functions such as DI counter and
DO safe value...etc.

output. The digital I/O of EIP-2055 supports
built-in I/O functions such as DI counter and
DO safe value...etc.

10/100 Base-TX Ethernet, RJ-45 x 2 10/100 Base-TX Ethernet, RJ-45 x 2
Support ARP, TCP, UDP, ICMP, DHCP, BOOTP and TFTP protocols Support ARP, TCP, UDP, ICMP, DHCP, BOOTP and TFTP protocols
Support Daisy Chain connection Support Daisy Chain connection
Easy firmware update via Ethernet Easy firmware update via Ethernet
LED display to indicate the I/O status LED display to indicate the I/O status
Do load voltage: +10 ~ +40 Vbc Relay contact rating: 0.6 A @ 125 VAc, 2 A @ 30 Vbc
Do load current: 700 mA max. Relay operating time / release time: 3 ms / 2 ms (typical)
Provide short-circuit protection on DO channels Relay minimum life: 500,000 ops
DI ON/OFF voltage level: +10 ~ +50 VDC / +4V max. DI ON/OFF voltage level: +4 ~ +30 VbDC / +1V max.
4 kV Contact ESD protection for any terminal 4 kV Contact ESD protection for any terminal
Built-in Multi-function I/0: Built-in Multi-function I/0:
Power-On-Value. Power-On-Value.
Safe-Value and Safe-Delay. Safe-Value and Safe-Delay.

DI counters. DI counters.
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