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PEE-7000/PEE-7000-48V Series (Web based)

3.4. PEE-7000/PEE-7000-48V Series (Web based)

The functionality of the PEE-7000 series modules is almost the same as the PET-7000 series. The main difference is that the PEE-7000 
series has a built-in two-port Ethernet switch to form a daisy-chain topology. Which allows PEE-7000 series to connect in series to each 
other or other Ethernet devices. Users can easily simplify the cabling and save installation space with the feature.

2. Power over Ethernet (PoE)
The PEE-7000 series module can be 
powered by an IEEE802.3af compliant PoE 
switch. Both Ethernet and power can be 
carried by an Ethernet cable eliminating 
the need for additional wiring and power 
supply. 

● Features

1. Daisy-Chain Ethernet Cabling
The PEE-7000 Series has a built-in two-port Ethernet switch to implement daisy-chain topology. The cabling is much easier and total 
costs of cable and switch are significantly reduced.
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 ● PoE Splitter
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 ● Dimensions (Units: mm) ● Appearance

Note: The I/O configurations of PEE-7000/PEE-7000-48V series is the same as ET-7000/PET-7000/PET-7000-48V series.
         Any comment, call manufacture.

 ● Selection Guide

Model Name 
DI DO

Channel Contact Channel Type

PEE-7052
PEE-7052-48V

8
Wet (Sink,Source)

Dry (Source)
8

Open Collector (Source),
650 mA/channel

PEE-7060
PEE-7060-48V

6
Wet (Sink,Source)

Dry (Source)
6

Power Relay
Form A (SPST N.O.), 5.0 A/channel

PEE-7067
PEE-7067-48V

- - 8
Power Relay

Form A (SPST N.O.), 5.0 A/channel

I/O Connector

PoE Indicatorator

Power Input for PEE-7000
Power Output for PEE-7000-48V

LAN1 (PoE)

LAN2 (non-PoE)

Information Indicator
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PEE-7000/PEE-7000-48V Series (Web based)

PEE-7060     PEE-7060-48V

 Features
  Built-in Web Server

  Web HMI  

  Support for both Modbus TCP and Modbus UDP Protocols

  Communication Security

  Dual Watchdog

  Two Ethernet Ports for Daisy-Chain Topology 

  Built-in PoE Splitter

  Wide Operating Temperature Range: -25 ~ +75°C

  I/O Pair Connection

  Built-in I/O

  DI/Counter: 6 Channels

  Power Relay: 6 Channels

 6-channel Power Relay Output and 6-channel DI Module

The PEE-7060/PEE-7060-48V provides 6 (wet, dry) contact digital input channels and 6 form A electromechanical relays. It features optical isolation 
for 3000 Vrms of transient overvoltage protection and doesn’t have channel-to-channel isolation. Each input channel can be used as a 32-bit counter. 
The power-on value and safe value of relay are programmable.

It offers two Ethernet switch ports to form a daisy-chain topology. Which allows PEE-7060/PEE-7060-48V series to connect in series to each other or 
other Ethernet devices. Users can easily simplify the cabling and save installation space with the feature.

  Introduction

Models PEE-7060 PEE-7060-48V
Software

 Built-in Web Server Yes

 Web HMI Yes

 I/O Pair Connection Yes

Communication

 Ethernet Port 2-Port 10/100 Base-TX Ethernet Switch, RJ-45 x 2 (Auto-negotiating, Auto-MDI/MDIX, LED indicator)

 PoE Yes Yes (PoE Splitter)

 Protocol Modbus TCP, Modbus UDP

 Security ID, Password and IP Filter

 Dual Watchdog Yes, Module (0.8 seconds), Communication (Programmable)

LED Indicators

L1 (System Running) Yes

L2 (Ethernet Port 1 Link/Act) Yes

L3 (Ethernet Port 2 Link/Act) Yes

PoE Power Yes

2-Way Isolation

Ethernet -

I/O 3000 Vrms

EMS Protection

ESD (IEC 61000-4-2) 4 kV Contact for Each Terminal

EFT (IEC 61000-4-4) +/-2 kV for Power

Power

Reverse Polarity Protection Yes

Powered from Terminal Block Yes, 12 ~ 48 VDC -

Powered from PoE Yes, IEEE 802.3af, Class1

Power Output - 48 VDC, 10 W

Consumption 3.5 W

Mechanical

Dimensions (W x L x H) 76 mm x 120 mm x 38 mm 

Installation DIN-Rail or Wall Mounting

Environment

Operating Temperature -25 ~ +75°C

Storage Temperature -30 ~ +80°C

Humidity 10 ~ 90% RH, Non-condensing 

  System Specifi cations
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PEE-7060 CR 6-channel Power Relay Output and 6-channel DI Module with PoE (RoHS) 

PEE-7060-48V CR 6-channel Power Relay Output and 6-channel DI Module with PoE and 48 VDC, 10 W output (RoHS) (Call Manufacture) 

  Ordering Information

  Pin Assignments
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Digital Input/Counter

Channels 6

Contact Dry +Wet

Sink/Source (NPN/PNP)
Dry: Source
Wet: Sink/Source

Wet Contact
On Voltage Level +10 VDC ~ +50 VDC

Off Voltage Level +4 VDC Max.

Dry Contact
On Voltage Level Close to GND

Off Voltage Level Open

Input Impedance 10 kΩ

 Counters

Max. Count 4,294,967,285 (32 bits)

Max. Input Frequency 500 Hz

Min. Pulse Width 1 ms

Overvoltage Protection +70 VDC

Power Relay

Channels 6

Type Power Relay, Form A (SPST N.O.)

Operating Voltage Range 250 VAC/30 VDC

Max. Load Current 5.0A/channel at 25°C 

Operate Time 6 ms (Typical)

Release Time 3 ms (Typical)

Electrical Life
(Resistive Load)

VDE
5A 250 VAC 30,000 ops (10 ops/minute) at 75°C

5A 30 VDC 70,000 ops (10 ops/minute) at 75°C

UL
5A 250 VAC/30 VDC 6,000 ops.

3A 250 VAC/30 VDC 100,000 ops.

Mechanical Life 20,000,000 ops. at no load (300 ops./minute)

 Power-on Value Yes, Programmable

 Safe Value Yes, Programmable

  I/O Specifi cations

PEE-7060: PoE

PEE-7060-48V: PoE

PEE-7060: +12 ~ +48 VDC Input

PEE-7060-48V: +48 VDC Output

NS-205A CR
Unmanaged 5-port Industrial Ethernet Switch with 
Power Input +12 VDC ~ +56 VDC (RoHS)

NS-205PSE CR
Unmanaged Ethernet Switch with 4-PoE and 
1 RJ45 uplink; requires a 48 VDC Input (RoHS)

NS-205PSE-24V CR
Unmanaged Ethernet Switch with 4-PoE and 
1 RJ45 uplink; requires a 24 VDC Input (RoHS)

  Accessories

MDR-20-24 CR
24V/1A, 24 W Power Supply with DIN-Rail Mounting
(RoHS)

DIN-KA52F-48 CR
48V/0.52A, 25 W Power Supply with DIN-Rail Mounting
(RoHS)

Digital Input/
Counter

Readback as 1 Readback as 0

Sink

+10 ~ +50 VDC OPEN or <4 VDC

Source

+10 ~ +50 VDC OPEN or <4 VDC

Power Relay
ON State

 Readback as 1
OFF State 

Readback as 0

Relay Output

Digital Input/
Counter

ON State
 Readback as 1

OFF State 
Readback as 0

Dry Contact

  Wire Connections

To other 
channels

10K

IN.COM

INx

+-

To other 
channels

10K

IN.COM

INx

-+
To other 
channels

10K

IN.COM

INx

-+

To other 
channels

10K

IN.COM

INx

+-

Relay Open

RLx.NO

RLx.COM

LOAD

AC/DC

To other 
channels

Relay Close

RLx.NO

RLx.COM

LOAD

AC/DC

To other 
channels

IN.GND

INx
Relay Close

IN.GND

INx
Relay Open


	Front_Cover
	Ch0_Table_of_Contents
	Ch1_Overview
	Ch2_RS-485_IO_Products
	Ch3_Ethernet_IO_Products
	Ch4_FRnet_Remote_IO_Modules
	Ch5_CAN_Bus_Products
	Ch6_PROFIBUS_Products
	Ch7_HART Products
	Ch8_Power Monitor_and_Management Solution
	Ch9_Temperature_and_Humidity_Data_Logger
	Ch10 WISE IO Modules
	Ch11_Accessories
	Back_Cover



