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w/mm B g .
e C:) ecCsS Layout of device 5 Wiring =0 nstallation and uninstallation ¥ Notes
§ LCD display The disconnectors (reference () and @) in the wiring diagram) must be
¥ _ _ easy to identify and to operate and must be close to the Meter. They both
) _ Murv 1 Temny ] ARy - o
\a = . ) HLV SELV . must be in “OFF” position (open circuits) from the beginning to the end of
'§ E'I 5’ 3 B 8 / H 8 B B B HHHHH Eneray valve A 2 tertr::irflfa:z fﬁ; | TERM. I TERM. | ?o?L(?;e;]nJ:]?ggion the installation or of the uninstallation. The Energy Meter, the
= kWikvarh 12" P put | [ | disconnectors and the overload current protection devices must be easily
§' pom— kWHvarh «kwh/karh display u_p g4y identifiable, must be installed in an adequate cabinet (IP51 and V1) and it
5 config must be easy to intervene on them whenever appropriate. Inside the
= [_ r?set IO cabinet, do not install any other device with a flammability class worse
T12 * Running tariff, called tariff OO than V1. B
. H H H ::E/
— ) A Lo || savorer| Sommissioning
HLV CIRCUT A 2 . (communication) Recommendations
P * Energy value “Partial” (Tariff Input) R Working voltage A Check the following before putting it into service:
Code Model 1000 e Working <25Vac, <60vdc o Make sure that no dangerous voltages are connected to the
ECSEM511MID M1PRO 80 MID * Precison controf LED Voltage = 300Vac SELV terminals.
Commands e Make sure that a phase has not been connected to the
One phase energy meter, direct connection 80 A 8 R Neutral terminal (this would cause the internal protections to

intervene with permanent damage to the Meter).
e Check that the main page appears on the display (see menu
description) and not the Phase Sequence Error page.

m Scroll Key: This key is used to scroll pages and to modify
parameters value. Its pushing is accepted only if it is shorter than
1.5 second.

m OK key: This key is used alone to enable a new menu function or to
confirm a parameter value during its modification. Its pushing is
accepted only if shorter than 1.5 seconds.

m ESC key: This key is used alone to exit from a sub-menu, to
cancel a parameter modification or to go back to the main page.

YN In these cases, its pushing is accepted only <1.5 seconds.

with MID declaration of conformity and 2 pulses (SO0).

MID certification concerns active energy only.
PLASTIC a=C

- CASE Maintenance o
(NOT
(mains)
e @@(wm

User instructions.

e Only dry cleaning is allowed with a natural fiber cloth (for

e Make sure that no voltage is applied to the instrument.
A example cotton or linen) or synthetic fabric that does not

Safety instructions o = Along pushing (>1.5 seconds) of the “ESC key” is used in the Voltage = 300Vac leave residual fibers that can remain on the surface of the
Partial Energy Registers Pages to reset their values. r——t—-——~|-1--1 Energy Meter or that can penetrate into the Energy Meter.
m Push these 2 keys together, for at least 1.5 seconds, to enter | | For his B ; - ) | tof
Read this manual carefully BEFORE installing the instrument. into the Configuration Menu. Or this Energy meter, no maintenance, repair or replacement o
m y 9 ! 'gurad v | 3Ht%>Im1i-rFallquc!yr%i§s | A parts is foreseen. Such interventions are to be considered
4 L_ "7 _ _ _ prohibited. In case of malfunction, it must be replaced.
This device must be installed indoor only by a professional MID certified
electrician fitter according to local applicable installation
standards. A) Device code and certifcation Electrical Safety (IEC 62052-31:2015-09) Help in case of problems @
data indicati
atandcatons Insulation between parts (IEC 62052-31:2015-09 Annex B § B.5) —

The Energy Meter is suitable for use on both impedance grounded
networks and not grounded network (EN IEC 62052-11:2021+A11:2022
§6.5.1)

If the display shows these messages, the meters has got a malfunction

stated in the installation instructions. The device and the and lower housing part and must be replaced.

equipement connected can be destroyed by loads exceeding

Do not plug in or unplug this product when the power supplying A cvi;iow"
is ON. Its use is only permitted within the limits shown and B) Safety-sealing between upper
the values stated.

There are no accessible parts

Diagnostic message

L -
UL

Legend:

B = Basic Insulation

D = Double Insulation

R = Reinforced Insulation

dangerous for the operator's safety and relieves the
Manufacturer from all civil and criminal liability.

Any type of intervention on the products, including cases in
which they cease to function or present defects, can be

. Op . . «——  F=Functional Insulation @
Function = Dimensions T Circuits definitions according to IEC 62052-31:2015-09 — Table 20 Cable section - Cable stripping length
Mains circuit “HLV Mains Circuit” Screwdriver type - Maximum terminal screw torque
This 4 quadrants Modbus RTU meter measures the active and reactiveff Working Voltage 300 Vac éd(;;l)ted cabtletshshafll retard ﬂalme ptrr(])plg%a'g%r;éz 122008 or
energy used in an electrical installation. This device can manage 2 tariffs 00000 e v L ables must therefore comply wi -1-2: or have a
by 2% VAC digital input. g 12345 Tal'lff.CII'CUIt. Unearthed HLV non-mains circuit '- l-' -' flammability rate UL 2556 VW-1.
Only the total active energy register can be used for billing purposes A Working \_Iolte_lge 3_00 ‘_’af — '. '. '- '. '. ' - The conductive part of the cables must be copper.
according to measuring instrument directive (MID). T Communication circuit: “SELV Circuit L _' _' _' ——————— = |
- Active Energy Class B (according to EN 50470-3:2022) Working Violtage <25Vac and <60Vdc PZ1 [ e | e N Y2 Q)
- Active Power Class 1 (according to IEC 62053-21:2020 45 90 o m L] jé)“
and IEC 61557-12:2018) i 05t 05Nm
- Reactive Energy Class 2 (according to IEC 62053-23:2020) A o % ko
- Reactive Power Class 2 (according to IEC 62053-21:2020). LIA Lty N
This device has a backlighted LCD and 3 push-button keys to read Wi .
Energies, V, I, PF, F, P, Q and to configure some parameters. The design OO I Wiring dlagrim . Pz2
and manufacture of this meter comply with Standard EN 50470-3:2022 ‘ ‘ LJ < 44 | 1@ Vesasyee D@ Bipolar disconnector 230Vac, 1P+N. oo I
requirements. < 36— L 64 = S - The disconnectors must be clearly labelled and must be easily accessible by the installer,. | [ T ]_ :_% :Q> 2hm
‘ \‘ @ @  Fuse or circuit breaker. Al® & @; %'
Power factor . A T @  3fuses or 3 circuit breakers. LLLL A
Convention according to IEC 62053-23:2020 s I bl t . | SISy Fuse or circuit breaker in series with the neutral conductor, to be adopted in case the source neutral is not - ‘0’ means that the screw terminal closes completely even with no
—KW — kW ea a e ermlna cover (;:r:;i‘s 345 earthed. wire inserted.
<—i—> 230V~ 50Kz The installer is responsible for coordinating the rating and the characteristics of the supply side overcurrent . . .
- + protection, - If the maximum curren_t Fhat is expected to be app[led_ permanen_tly
The devices must be correctly sized with respect to the installation voltage, the maximum overcurrent applicable can reach 80 A (imax), it is mandatory to use a multi-wire cable with
il I v th resp ge, pp a 33 mm2 section and to adopt a suitable fuse or disconnector (see
e wr to the meter and the fault current available. Wiring Diagrams chapter). The use of cables with a smaller section
—_— Q S 2\ The following parameters are to be taken into consideration: falls under the responsibility of the installer, who must, in this case,
kvar + )/ ® e Maximum current = 80A ensure that the maximum permanent current (Imax) and the overload
i N O) Lt L4 N Maximum Overload current = 100A current (lovl) remain proportionally lower for the entire duration of
P i ﬁ* Maximum Voltage <= 276 Vac use. ) ) )
-— wr - S ®  Control circuit for the tariff: Open contact: Tariff 1, Close contact; Tariff 2. For example, with a cross section of 10 mmz2 the permanently applied
kvar 11 v 4 © ®  Two wires electrical load current (Imax) cannot exceed 40A and the overload current (lovl) 50A.
= ’ The overcurrent protective device must therefore be sized accordingly.
PF <0 | PF =0 Tel : +33 477 92 03 56

: | . 14 rue Edouard Petit
- I 42000 St-Etienne Email : contact@rg2i.com
-
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General Menu

Technical data
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Tariff 1-2 Energy Register List

N

Partial Energy Registers Reset Procedure

Data in compliance with EN 62052-11:2021+A11:2022, EN 62052-31:2016-06, IEC 62052-31, EN 62059-32-1:2012

General characteristics

"J i '.’ A7 > = 1.5 sec. or 5 sec. Housing DIN 43880 DIN 2
CJ ] 1.5 s6c. for Partal Registers Mounting EN 60715 DIN rail 35mm
kvarh ~p Depth mm 64
Weight g 175
features
1 Connection to single-phase network - number of wires - 2
S _' _' _' Storage of energy values and configuration Internal flash non volatile memory - [
LLL1 P i Tariff for active and reactive energy - T1...T2 230V
Shortly rcjcc ULy pproval (EN 62052-31:2016-06 EN 50470-3:2022)
kvarh P — kvarh P Reference Voltage (Un) phase / neutral VAC 230
Reference Current (In) A 5
Minimum Current (Imin) A 0.25
Maximum Current (Imax) A 80
Transitional Current (Itr) A 0.05
Access to the Configuratin Menu Starting Current (Ist) A 0.015
S— Reference Frequency (fn) Hz 50
n 1] i N Number of phases / number of wires - 1/2
I i
Tariff 1-2 LJud i u b Wy Certified Measures kWh kWh kWh
Energy Registers List 1] Accuracy
- Active Energies (accord. to EN 50470-3:2022) classe B/1
- Active Powers (accord. to IEC 62053-21:2020 and IEC 61557-12:2018)
i - Reactive Energies (accord. to IEC 62053-23:2020) classe 2
Energy Register
Reset Procedure P Cil nnnn - Reactive Power (accord. to IEC 62053-21:2020)
JW gy Supply Voltage and Power Consumption
Operating Supply Voltage range ) 92...276
Standard-Password = 0010 Maximum Power Consumption (Voltage circuit) VA/W <2/<0.6
i i 1] ," ," n |‘| Maximum VA burden (Current circuit) @ Imax VA <2
P h WLy =) Gonfirm the Digit Voltage Input Waveform - AC
Vloltage impedance MQ 1
. Current impedance mQ <20
Instantaneous AT ARTA = Increase the Digit Overioad capability
Measures list "
rJw uu gy Voltage continuous phase / neutral VAC 276
v =) Main Menu temporary (1 s) phase / neutral VAC 300
Current Maximum A 96
= temporary (10 ms A 2400
Page displaying the Serial Number (*) P 'J "4' 5’ G " B Measuring Features AL
\loltage range phase / neutral VAC 184 ... 276
v Current range A 0.25... 80
= Frequency range Hz 45...65
1ann Password Correct it
Page displaying the Production Year (* P h 1 1 Measured Quantities - V, A, kWh, kvarh, PF, Hz, kW, kvar
ge displaying ) Wuuiu =) Parameters Menu Display f
> Display type LCD with backlight - 72432
Active Energy 7 digits + 2 decimal digits kWh 0.01 ... 999999.99
Voltage 3 digits + 1 decimal digit ) 92.0...276.0
Page displaying the Instrument Type (*) Current 2 digits + 2 decimal digits / 3+1/ 4+0 A 0.00 ... 80.00
Power factor 1 digit + 3 decimal digits with sign + capac./induc. indic. - -1.000 ... 1.000
Parameters for Model with 2 SO outputs Frequency 2 digits + 2 decimal digits Hz 45.00 ... 65.00
Active Power 2 digits + 2 decimal digits kW 0.00 ... 22.08
=) Main Menu P I n Pulse duration (ON duration) for both SO outputs. Reactive Power 2 digits + 2 decimal digits kvar 0.00 ... 22.08
Shortly L c n 1] Modifiable in the range 30...100 milli d Apparent Power 2 digits + 2 decimal digits KVA 0.00 ... 22.08
The default is 50. Running Tariff 1 digit - 1 ...T2 230V
Display refresh penod S 1
DT JTITI| o bl s i b SOOI Gl merogs 0
k W'_h J | N U u The default is 1000. Front mounted red LED (meter constant) proportional to active imp/exp Energy imp/kWh 1000
Safety
] Selection of the Energy associated with Utilization category - ucz
> 1.5 sec. I k the SO1 output. Overvoltage category - 3
kuw"l{ — => kWh, <=kWh, Protective class classe Il
. . =>kvarh, <=kvarh, AC voltage test (EN 50470-3:2022 kV 4
=) Access to the Configuration Menu = kWh T1, =>kWh T2, Degree gf pollut(ion : - 2
N 1 ':l Selection of the Energy associated with Operational voltage v 30
Istantaneous Measurements List yyrc the S02 output. Impulse voltage test (Uimp) 1.2/50 ps-kV 6.4
kWh -— =» kWh, <=kWh, Housing material flame resistance UL 94 classe Vo
Watt = kvarh, «=kvarh, Sat - - =
—KkWh T1, = kWh T2, afety-sealing between upper and lower housing part - ™
Printed circuit board flammability class - 1
- 1040(@)
(11} . Material Group - llla
kW T1 [ 2 IR Communication Modules
var For communication modules - v
Pulse Outputs (SO signals, acc. to IEC 62053-31)
C07 Pulse Rate p/kWh - p/kvarh 1...1000
b, | Pulse ON duration msec 30..100
kvar 71 v Operating voltage Min. - Max. VAC (DC) 3..25(5..60)
v 1 Pulse ON maximum current in the range 3 ... 25 VAC (5 ... 60 VDC) mA 90
: Pulse OFF leakage current in the range 3 ... 25 VAC (5 ... 60 VDC) pA 1
AT l} I Isolation class - SELV
1
C’ 3 U ul Tarift
Shortly ™ 1 Shortly Tariff 1 - &
1 Tariff 2 VAG 230 20%
= 1 — - =
. 1 . Input impedance kQ 224
Main C 3 C H 1 Main Environmental conditions
Menu D ' J : Menu Storage temperature range °C -40 ... +85
T1 1 Operating temperature range °C -25 ... +55
PF 1 Mechanical environment R M
- : PFC: Electromagnetic environment - E2
P.l, r- l-lg iy 1 Installation indoor only - 4
CTUJuU | | Capactive Altitude (max) m <2000
T1 : Humidity yearly average, without condensation - <75%
Hz 1 PFI: on 30 days per year, without condensation - <95%
1 Inductive P rating in built-in condition (front part) - IP51(*)
'l: r Uy B terminal block - P20
J 'J ’ '_ Emission class compatibility CISPR 32 classe B
T1 Durability Certification according to EN 62059-32-1
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Model
ECSWL03

Lateral communication interface suitable to read Energy values
from a 1Phase or a 3Phase Energy Meter and to make them
available via LoRaWAN®.

The messages are in ASCII characters and contain energy values
and their OBIS codes.

Safety instructions &

Read this manual carefully BEFORE installing the instrument.
This device must be installed indoor only by a professional
electrician fitter according to local applicable installation
standards.

Do not plug in or unplug this product when the power supplying
is ON. Its use is only permitted within the limits shown and
stated in the installation instructions. The device and the
equipement connected can be destroyed by loads exceeding
the values stated.

Any type of intervention on the products, including cases in
which they cease to function or present defects, can be
dangerous for the operator's safety and relieves the
Manufacturer from all civil and criminal liability.

Short Hand Guide

- A miniature push-button key, used:
¢ To reset the Module, restoring its parameters to their default values.
¢ To force the transmission of a LoRaWAN message. The message is
transmitted if at least 10 seconds have passed since the last message.

[eSwis | standard 868 MHz
dipole antenna
USB link for
5 configuration
u:o (micro USB A or B)
push briefly to force TXD“F yellow LED
aRFmessagetobesent | (ON during RF TX)
push longer to o
" " reen LED (IR
reset the configuration RXIR ?eception s(talus)
125mAT
115/230 VAC
50/60 Hz

3) RF features

- LoRa® Modulation, LoRaWAN® protocol
Class A Device, transmission is spontaneous, and there is no RF
receptlon

- Data Rate: 250...5470 bit/sec

Frequency Band: 863...870 MHz

- Antenna: Any 868 MHz dipole Antenna (1/2 A or 1/4 N), SMA plug (male
pin) connector

4) Electrical characteristics
The device is normally powered by mains supply:
Supply Voltage: 92-276 V~, 45-65 Hz
Power consumption: normal operation <= 0.5VA,
during RF transmission <= 0.75VA
Alternatively, it can be fully supplied by means of USB interface:
USB Current consumption: normal operation <= 40mA, during RF
transmission <= 60mA

SMA 868 MHz Dipole Antenna

1) System Architecture

The Module has 3 communication interfaces:
An Infrared Interface, receiving data from an Energy Meter

- An USB 2.0 interface used to configure the Module and to monitor its
functions during operation.

- ALoRaWAN® interface, compliant with LoRaWAN® 1.0.1 version, transmitting
data using a RF band around 868 MHz.

The power supply of the module is 230 Vac. Both USB and LoRa interface are

5KV isolated from mains supply. The IR interface is, of course, intrinsically

isolated.

RECEIVING DATA FROM
] A 3-PHASE ENERGY METER

usB
connection for
(optional)
configuration.

2) Front of the Module
On the front of the Module there are:
a receptacle for a SMA 868 MHz RF antenna,
- amicro USB connector (micro USB A or B)
- 2LEDs
o Avyellow LED that is lighted when a wireless transmission takes place
e Agreen LED indicating the status of the Infrared communication with the
Meter.
Both LEDs blink alternatively during a hard configuration reset

141 mm

< >
| ™ | 10 mm
l 26 mm

Center Frequency ..., 868 MHz
Wavelength ................ i Half wave
Impedance .............. . i 50 Ohm
Connection .......... ... SMA
Tl 90 degrees
Rotation .......... .. 360 degrees
SMA (male pin)

The antenna is just an example. Any antenna with the same characteristics
can be adopted. If necessary, it is possible to mount an antenna with

magnetic remote mounting

Lateral Infrared Communication

USB LINK (Monitoring and configuring)

The status of the communication with the meter next to the module is
described by the green LED.

1) NO COMMUNICATION - If there is no counter next to the module or if the
counter is off. the LED flashes slowly (0.5 seconds ON and 1.5 seconds

OFF)

ON ————

w1 [ ] [ ] [

2) When the presence of the meter is detected, the module tries to initiate
communication (it must decrypt an access key). The LED flashes quickly
(0.2 seconds ON and 0.2 seconds OFF). This phase generally lasts less
than 9 seconds.

3) Once accessed, the counter periodically sends its data every 4 seconds
to the module. The LED is on steady.

N —————
J First data
OFF — —— ——arrived

Message Forcing
and Configuration Reset

The push-button has two functions:
- To force a RF message:
Push the button shortly (0.5 seconds)
- To restore the default factory configuration:
e Keep the button pushed for 3 seconds:
o Both LEDs will start blinking alternatively
e Within 3 seconds, release and push the button again: the configuration
will be restored to the following default values:
Interval between

2 messages: 5 minutes

Power Index 1 (corrispondente a +14dBm)

Device Address 00000042H (4 byte esadecimale)

App Unique Identifier

(AppEUI) 00000000000098FEH (8 bytes hex)

Application Key

(AppKey) 0000000000000000000000000000010FH
(16 bytes hex)

Join Procedure type otaa

Spreading Factor sf12

Adaptive Data Rate ON

Application

00000000000000000000000000000087H
(16 byte esad,)

Session Key (*)

Network
Session Key (*) 00000000000000000000000000000099H
(16 byte esad,)

(*) these two parameters are only relevant if the “abp” Join Procedure type is then activated

Notes

On the front of the Module, a micro-USB receptacle is accessible. It is always possible to connect a USB cable to a PC. At the first plug-in, an Internet
connection is required, to install the driver for the USB device inside the Module.

When a USB cable is connected between the module and a standard USB port of a PC, the mains supply is not strictly required, because the Module can
be fully supplied by the USB interface itself, including the power necessary for RF transmission.

A dedicated application (HC_LoRa_manager.exe) is downloadable from the Herholdt Controls Web Site, www.hhcontrols.com.

In summary, this is what is needed:

- AWindows based Personal Computer (W7...W11) with at least one USB 2.0 port

- An USB standard cable (micro USB on Module side)

- An Internet connection when you connect USB at the first time, because the USB driver will be automatically installed. (if that does not happen, go and
download the driver of FT230x from the FDTI website)

- HC_LoRa_manager.exe installed (downloadable from www.hhcontrols.com)

Each time a device is connected to an USB port, Windows assigns to it a COM Port number.

Normally, a different COM is assigned to each new connected device, thus causing an excessive increase of the number of COM Ports that are “in use”; to

avoid this, please, follow the instruction at the link:

https://www.ftdichip.com/Support/Knowledgebase/index.html?ignorehardwareserialnumber.htm

By using this tool, it is possible to configure the following parameters:
- Interval between 2 messages.
The interval between two consecutive RF messages can be: 5 minutes (default), 20 minutes, 1 hour, 2 hours, 4 hours, 8 hours and 24 hours.

- Power Index.
Decimal value representing the index value for the output power, from 1 to 5 (The lower the index, the greater the power).

- Device Address.
4-bytes hexadecimal number representing the device address from 00000000H - FFFFFFFFH. The device address must be unique for the current
network.

- Join Procedure type.
Over-the-air-activation (otaa) or Activation by Personalization (abp)

- Application Key
8-bytes hexadecimal value representing the application session key 0000000000000000H - FFFFFFFFFFFFFFFFH.
Significant only if Join ProcedureType=otaa

- Application Unique Idenfier:
16-bytes hexadecimal value representing the application unique identifier. This parameter is significant only when Join Procedure type=otaa
00000000000000000000000000000000H- FFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFH.

- Network Session Key.
16-bytes hexadecimal value representing the network session key
00000000000000000000000000000000H - FFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFH.
This parameter is significant only when Join Procedure type=otaa

- Application Session Key.
16-bytes hexadecimal value representing the application session key
00000000000000000000000000000000H- FFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFH.
This parameter is significant only when Join Procedure type=otaa

- Selection of the Energy groups to be included inside the LoRa messages.
As a default, all available energies and measures are transmitted, divided into 11 messages for a 3phase Meter or into 11 messages for a Single Phase
Meter. For example with an interval between 2 messages of 20 minutes, the Module will send out the following messages:
1st Message (Group 1), after 20 minutes 2nd Message (Group 2), after 20 minutes 3rd Message(Group 3),... after 20 minutes 11th Message group 11,
after 20 minutes 1st Message(Group 1) again... and so on
For a complete description of the measures included in the Groups, see the box on the next page. It is possible to exclude one or more groups, thus
reducing the whole period.

- Spreading Factor.
The spreading factor defines the speed of data transmission. The smaller spreading factors, the higher the transmission data rate.
The range is from sf7 to sf12

- Adaptive Data Rate.
ADR, when enabled, is a mechanism for optimizing data rates, on-air time and energy consumption in the network. It is configurable as On or Off.
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Downlink command to request the transmission of measurements

The downlink can be used to request a specific measurement. There are two ways to request the transmission: either following a REQO command, or after

Available Energy Groups for a Single phase or a 3-phase meter

Wiring Diagram

Group Energies Tariff -» 0BIS Unit an uplink message conta’mmg on]y the OBIS energy values. ® Two poles disconnect device with a contact
<+ code In both cases, the server’s downlink message is REQ1 separation of at least 3 mm.
1 Lin Wh (T1+12) T1+12 = Imported 180 KW, with 2 The uplink message is ® Cartridge Fuse 5X20mm, Certified according
2L Out Wh (T1+T2) T1+T2 < Exported 2.8.0 decimal digits Offset load Dat Ascil F t R D inti to IEC 60127-2. Medium Acting.
- Set payloa ata SCIl orma ange escription Operating current 125 mA.
2 >LIn Wh (T1) T1 - Imported 1.8.1 kV\(h, wﬂh 2 code Coding Voltage rating 250 Vac.
2LIn Wh (T2) T2 = Imported 1.8.2 decimal digits 0 0X52 R For example: Littelfuse 0128.125 p——
3 2L Out Wh (T1) T ¢ Bxported 281 KWh, with 2 1 0x45 ‘F’ Both fuse and fuse holder must have a FoRaWaN
2L Out Wh (T2) T2 < Exported 2.8.2 decimal digits 5 0x51 ‘Q' minimum creepage distance of 4mm and
; minimum clearance distance of 3 mm
4 2L In kVARh (T1+T2) T1+T2 - Imported 3.8.0 kvarh, with 2 3 0x30 0 between poles. The fuse breaks the Phase
2L Out KVARh (T1+T2) T1+T2 < Exported 48.0 decimal digits wire current. The fuse holder is DIN-rail usB
. 2.0
5 SLin kVARh (T1) T - Imported 38.1 kvarh, with 2 The downlink from server: mounting and must be mounted closely to the
: s . TXRF
2L In kVARh (T2) T2 = Imported 3.8.2 decimal digits Offset payload Data Format Range Description 0
6 >L Out kVARh (T1) T1 < Exported 481 kvarh, with 2 code Coding il
>L Out KVARh (T2) T2 + Exported 482 decimal digits 0 0x52 ‘R’ RXIR
All the 3-Phase Energies are “total”, meaning that they are the sum of the Energies of the 3 phases. ; gxg? ‘(EJ,
X
i i . 0 . aisconnedt ® @
Available measures group for a Single phase or a 3-Phase energy meter 4 0x31-0x35 15 0x31-0x35 Request measure: switch |
1 =request OBIS_Voltage "(12.7.0)" ?
Group Measures 0BIS code | Notes :32 = rr:g:’::: gggcg;r:’:tr ((11 15;%)) '® ®
— —| = — i .— :
7 Phase Voltages L1-L2-L3 (12.7.0) Instantaneous voltages 4 = request OBIS_PF "(84.7.0)" 92276 Vac. |
8 Phase Currents L1-L2-L3 (11.7.0) Instantaneous currents 5 = request OBIS_Freq T "(14.7.0)" 45-65 Va.c.
9 Total Active & Reactive Power (15.7.0) Resolution 1 W 5 Not used
10 Total Power Factor (84.7.0) Resolution 0.001
11 Frequency + Active Tariff (14.7.0) Frequency in Hz + tariff code . . .
Technical Specification (acc. to EN300.220v3.1.1, EN 301 489, EN 62368-1:2018) Dimensions =
LoraWAN Network Server RF features
K . K Modulation LoRa® Modulation
Downlink command in order to updates time ranges MAC protocol LoRaWAN® i
. . . . . Frequency-Plan EU863-870
The downlink can be used to send a new timer interval configuration. Max RF Output Power 14 dBm
The LoRa device sends a data request 3 minutes after startup and then every 1 hour. Device Class Class A —
The server prepares the downlink message. After the uplink, the device receives a return message from the server. Join procedure type abp or otaa LoRawaN
e The device sends the request for the new interval via uplink. Data Rate: 250 — 5470 bit/s g &
e The server sends the new timer interval via downlink. Range Up to 5 km (urban area) gl =
« The device updates the timer interval if the interval differs from the current one. ooy band gg 3“:)1 5 SK% (l\rllul-rlil area) 2 2 s
Even after sending an OBIS message, the server may still deliver a downlink message DIN-rail mounting (acc. to DIN 43380 and ENG0715) | o
; ; Housing 1 module (18 mm)
The uplink message is DIN-rail 3B mm
Offset payload Data Ascii Format Range Description Module depth 70 mm v
code Coding Power supply
Y Operating Voltage 92-276 V'~
0 0x52 ‘R‘ Power consumption <=1.5VA - 0820000, 18.0 [0.709]
1 0x45 E Operating Frequency 45-65 Hz 70.8 [2.787] _
2 0x51 ‘Q Wiring Connection >
= Screw head Z +/- POZIDRIV PZ0 6.810.268 6—@
8 0x30 0 Solid wire min (max) section 0.15 (2.5) mm? (02681
) Stranded wire min (max) section 0.15 (4) mm?
The downlink from server: Wires acc. to IEC 60332-1-2 if section>= 0.5 mm?, acc. to IEC 60332-2-2 for smaller sections
Offset payload Data Format Range Description E:)‘Tﬁ:(')cn 2:;22(3“' to EN 62368-1:2018) 5 Notes
code Coding Overvoltage category i
0 0x52 ‘R’ Working Voltage 300V
1 0x45 ‘e Flammability (acc. to UL 94) class VO
2 0x51 Q Insulation (acc. to IEC 61140) IIE] (symbol IEC 60417-5172 (2003-02)
— Insulation between Main supply and accessible
3 0x30 0 parts (antenna and USB connector) = 5kV.
4 0x31-0x37 q1-7 0x31-0x37 New interval value for energy obis: Each single equipment is tested in production
Tx_5minutes=1 @4.5KkV for 1s (electric strength test)
: _ Environmental conditions
Tx_15minutes=2 Operating Temperature -25°C - +70°C
Tx_Thour=3 Storage Temperature -25°C - +75°C
Tx_2hours=4 Relative Humidity not condensing
Tx_4hours=5 Yearly average <=75%
Tx 8hours=6 0n 30 days per year <= 95%
- Installation Indoor
Tx_24hours=7 Altitude <=2000 m.
5 0x31-0x37 1-7 0x31-0x37 New interval value for measure: Degree of Protection IP20 (*)
Tx_5minutes=1 (*) The device must be installed inside a cabinet with IP rating IP30 or better.
Tx 15minutes=2 Any exposed parts (outside the cabinet) must have a minimum degree of protection IP51.
— Furthermore, the cabinet must have a Flammability degree VO (according to UL-94) or better.
Tx_thour=3 USB Interface
Tx_2hours=4 Micro USB 2.0
Tx_4hours=5 Connection micro USBAoB
Tx_8hours=6 Voltage 5Vdc : (min 4.4 Vdc — max 5.25 Vdc)
Current consumption <=60 mA
Tx_24hours=7 Power consumption <=315mW




